Centrifuge L200
ambient bench-top centrifuge

Power Supply:		

230V 50/60 Hz / 110V 50/60 Hz

Max. Speed:		

5300 min-1 rpm

Max. RCF:			

3030 x g

Max. Capacity:		

12 x 15 ml

Acceleration time:		

40 s

Braking time:		

45 s

Dimensions (HxWxD):

240 x 284 x 375 mm

Weight (without rotor):

Approx. 15.3 kg

Prices

Standard pricing is Flat Rate (no minimum rental period required).
Discounted pricing available on the basis of agreed minimum rental period upfront.
Available minimum rental terms are 6, 12, 18, 24, 36, 48 and 60 months.
For a suitable tailor made quotation, please contact us at:
• E: sales@medicapitalrent.com
• T: +31 71 581 4 581
Should you require different technical specifications, please do not hesitate to
contact us.

Accesories

Functions

offers high stability and outstanding run characteristics. It is easily removed for

displays and touch-pad keys for quick and easy setting of speed and run-time. To

Made of impact resistant, fiberglass reinforced polyamide, our autoclavable rotor
cleaning in the laboratory washing machine. An extensive range of adapters permits
centrifugation of all standard 5, 7, 10 and 15 ml tubes, including the popular “Monovette”, “Vacutainer” and “VenoJect” blood collection tubes.

Maintenance Free

Our Heraeus Labofuge 200 is equipped with a brushless motor, so there is no need

to replace carbon brushes. Besides saving time and money, this also ensures clean
operating conditions.
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The microprocessor controlled Heraeus Labofuge 200 is equipped with bright digital
repeat a run, simply press the start key. It is also designed with a user friendly self
diagnosis system which indicates faults directly on the display

Safety

Our Heraeus Labofuge 200 complies with international safety standards and is
equipped with a lid lock, lid interlock and a steel armoured guard ring.

