CC-110
Climate chamber with lock, 110 Litres

Power Supply: 		

230 V, 50/60 Hz or 115 C, 50/60 Hz

Capacity: 			

108 litres

Temperature Range:		
			

From -10°C up to +60°C without humidity
From +10°C up to +60°C with humidity

Temperature Accuracy:

0.1°

Humidity Range:		

From 10 to 80%

Humidity Accuracy:		

Display 0.1 %, setting accuracy 0.5 %

Outer Dimensions (H x W x D):

1233 x 745 x 634 mm

Interior Dimensions (H x W x D):

480 x 560 x 400 mm

Weight:			

109 kg

Prices

Price will be based on the agreed minimum rental period and on specifications
of required equipment.
Our standard minimum rental terms are 6, 12, 18, 24, 36, 48 and 60 months.
For a suitable tailor made quotation, please contact us at:
• E: sales@medicapitalrent.com
• T: +31 71 581 4 581
Should you require different technical specifications, please do not hesitate to
contact us.

CLIMATE CHAMBER ICH

All-round protection of samples

to their unparalleled temperature and humidity homogeneity for longterm stable am-

of the working chamber. Cooling aggregate and heating

Compressor-cooled stability test chambers developed by Memmert stand out due

bient conditions. The climate chamber ICH has been specially designed for testing
pharmaceutical products

Other features

- Data will be stored in the memory,

- minimum consumption, energy saving.
- almost vibration free/low noise.
- Lockable door.

- Alarm for temperature and humidity
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No icing, no drying out of samples, no dehumidification
of the ICH are situated outside the working chamber in

the air jacket surrounding the entire chamber thus ensuring
quick and precise temperature control. Furthermore,
the motor-driven forced air circulation, adjustable in

10 % steps, ensures particularly homogenous temperature
distribution.

Ventilation

Forced air circulation in working chamber adjustable from 10 to 100 % in 10 % steps

